1.Plug AllCast into your TV/Projector.

C

2.Switch your TV/Projector input/source
until you see the setup screen.
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We can get the following information from

the TV:
SSID: AllCast-#xxxxxx, Password: xxxxx

10S operation:
1.Go to phone settings and choose the AllICast
SSID network.
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2.0pen Airplay switch:

Android operation(First, click on the toggle button
side of the machine, the Mode changes “Miracast”,
then open the phone's WLAN display switch can
achieve the EZmirror)

DLNA:

Play music, viodeos, and movies on your TV
while freeing up your device for other uses.

You must have a DLNA compatible device with

a DLNA compatible app. We Recommend Skifta.
1.Tap the DLNAcon.

2.Choose your DLNAApp.

3.Choose your media source. Your media source
will be your Android device.

4.Choose your player. EZCast as your player.
5.Choose your media.

You are now ready to beam by DLNA.

The method of connecting your home wireless
router:

1.Enter the password shown at the top of screen.
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2.0pen the webpage of phone, enter
“192.168.203.1”in ul bar.

3.Click on Internet Options, select the home
wifi name,Enter the password to connect.

4.After set up, you can also set the machine
to change the output resolution, password,
language options, the default boot option
Software updates.

Watch movies online:

Set the machine is connected to the home WiFi
Open the phone installed video player software,
select your favorite TV or movie.

Interface shown in Figure:

Phone connected to the machine's wireless
signals picture:

Click DLNA button on the screen, and find the
name of the machine:

FCC STATEMENT

1. This device complies with Part 15 of the FCC Rules.
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference.
(2) This device must accept any interference received,
including interference that may cause undesired
operation.

2. Changes or modifications not expressly approved by
the party responsible for compliance could void the
user's authority to operate the equipment.

NOTE: This equipment has been tested and found to
comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against
harmful interference in a residential installation.

This equipment generates uses and can radiate radio
frequency energy and, if not installed and used in
accordance with the instructions may cause harmful
interference to radio communications.However,there
is no guarantee that interference will not occur in a
particular installation.If this equipment does cause
harmful interference to radio or television reception,

which can be determined by turning the equipment

off and on,the user is encouraged to try to correct the
interference by one or more of the following measures:
Reorient or relocate the receiving antenna.

Increase the separation between the equipment and
receiver.

Connect the equipment into an outlet on a circuit
different from that to which the receiver is
connected.

Consult the dealer or an experienced radio/TV
technician for help.

FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure
limits set forth for an uncontrolled environment. This
equipment should be installed and operated with
minimum distance 20cm between the radiator & your
body.



